
• Bains d'étalonnage à très basse température - performances métrologiques
• Uniformité et stabilité au mK

• Étalonnage de capteurs, toutes dimensions
• Le fluide assure un parfait transfert de chaleur

• Une profondeur de 650 mm
• Conception unique d'un flux vertical

• Solution de pointe
• Trois tailles de bain

BAIN D'ÉTALONNAGE
(- 90 °C …+ 130 °C) 

Modèles :
OB-22/2 ULT 

OB-50/2 ULT 

OB-200/2 ULT 
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Device description: 

 

All exterior 
 and interior in 
stainless steel 
AISI 304 SB 
with rounded 

corners 

7’’ capacitive touch  
screen controller with 
user friendly interface, 

advance settings options, 
Ethernet and USB 

communication ports 

22L, 50L or 200L 
working chamber 
with immersion 
depth up to 650 

mm 

Full 4 side 
maintenance 

access 

Mobile 
standalone unit, 

with built on 
swivel wheels 
with brakes 

Special double 
cylinder design 

with unique vertical 
flow across entire 
working volume 

Extensive high 
performance 

heat insulation 

Overflow drain with 
catch pot and fluid 
drain valve neatly 
hidden behind the 
front cover panel  

Insulation cover  
with pre-drilled holes 

for vertical fixture 
and temperature 
probe insertion 

included 

Over 
temperature 

shut off 
device 

Vertical 
fixture – one 
included as 

standard 

Air cooled  
cascade compressor 
based refrigeration 

system 
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Touch display with advanced controller functions:

 

 

 

OB-Tool software for PC (free – included with every unit):

Status 
information 

Temperature 
set point 

Actual 
measured fluid 
temperature in 

bath 

Menu 
button 

Edit 
program 

Operation 
status icons Home 

button 

Time 
and date 

Network 
status icon 

Channels 

Virtual control 
panel - Complete 
remote control of 

the unit 

Real time 
data drawn 

to graph 

Function  
keys for viewing 
manipulation of 

the graph 

Full process 
history 

overview 

Stop 
temperature 

control 

Controller 
with a 7-inch 

capacitive 
touch screen 

Program 
setup 

information 
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Technical data: 

OB-22/2 ULT OB-50/2 ULT 

External dimensions 
(WxHxD) [mm] 

604 x 1251 x 554 901 x 1275 x 691 

Internal dimensions 
(diameter x immersion depth) [mm] 

Ø 147 x 500 Ø 320 x 500

Volume [L] ~ 22 ~ 50 
Fluid quantity for operation [L] 25 65 
Temperature range [°C] - 90 …+ 130 - 90 …+ 130
Temperature display resolution [°C] 0.001 0.001 
Temperature set resolution [°C] 0.001 0.001 

Temperature stability [°C] 
± 0.005 @ - 90 °C 
± 0.005 @ + 20 °C 
± 0.002 @ + 50 °C 

± 0.003 @ - 90 °C 
± 0.005 @ + 20 °C 
± 0.002 @ + 50 °C 

Temperature uniformity [°C] ± 0.007 @ - 90 °C ± 0.007 @ - 90 °C 

Heating rate 
~ 1 hour  

(- 90 °C …+ 20 °C) 
~ 3 hours  

(- 90 °C …+ 20 °C) 

Cooling rate 
~ 4 hours 

(+ 20 °C …- 90°C) 
~ 14 hours 

(+ 20 °C …- 90 °C) 
Temperature Control  PID  PID 
Noise level [dBA] < 58 < 58 
Cooling Cascade compressor 

refrigeration system 
Cascade compressor 
refrigeration system 

Power supply 
230 V 50/60 HZ 

(± 10 %) 
230 V 50/60 HZ 

(± 10 %) 

Wattage [W] 
3600 3600 

Interface Ethernet, USB Ethernet, USB 
Weight [kg] ~ 135 ~ 175 

*All performance data with fluid KDC ULT

*All performance in controlled environment (Tambient = 22 °C ± 3 °C)!

*Accessories might affect performance!
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OB-200/2 ULT 

External dimensions 
(WxHxD) [mm] 

1264 x 1496 x 994 

Internal dimensions 
(diameter x immersion depth) [mm] 

Ø 600 x 650

Volume [L] ~ 200 
Fluid quantity for operation [L] 260 
Temperature range [°C] - 90 …+ 130
Temperature display resolution [°C] 0.001 
Temperature set resolution [°C] 0.001 

Temperature stability [°C] 
± 0.005 @ - 90 °C 
± 0.005 @ + 20 °C 
± 0.002 @ + 50 °C 

Temperature uniformity [°C] < ± 0.007 @ - 90 °C 

Heating rate 
~ 4 hours  

(- 90 °C …+ 20 °C) 

Cooling rate 
~ 20 hours  

(+ 20 °C …- 90 °C) 
Temperature Control  PID 
Noise level [dBA] < 70 dBA 
Cooling Cascade compressor refrigeration system 

Power supply 
3x400 V 50/60 HZ 

(± 10 %) 
Wattage [W] 11800 
Interface Ethernet, USB 
Weight [kg] ~ 500 

*All performance data with fluid KDC ULT

*All performance in controlled environment (Tambient = 22 °C ± 3 °C)!

*Accessories might affect performance!
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Accessories: 

Ordering information and accessories: 

Description Part no. 

Calibration bath OB-22/2 ULT 1626 
Calibration bath OB-50/2 ULT 1633 
Calibration bath OB-200/2 ULT 2951 
Evaluation report – performed by Kambic 1719 
Evaluation report (accredited ISO/IEC 17025:2017) 2997 
External fluid level for LIG 1655 
Vertical fixture 1657 
Adjustable multiple probe fixture 1733 
LIG (liquid in glass thermometer) fixture 1735 
Local fume hood with fan 1656 
Removable shelve 1658 
Extra lid for OB-22/2 ULT 1636 
Extra lid for OB-50/2 ULT 2115 
Extra lid for OB-200/2 ULT 812 
Silicone oil fluid KDC ULT (- 100 °C …+ 30 °C) 700 

*Accessories might affect performance!

- Removable shelve- Additional lid - Fume hood - Evaluation report

- LIG thermometer holder - Vertical fixture - External fluid level for LIG- Adjustable multiple probe fixture
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